
Issue 11/04  • Technical changes reserved
Other Models on request  S - 22 Contact: ++ 49-(0)3681 / 797420 

www.vision-control.com • support@vision-control.comen_sen3.fm 
S - 22  

Functions (Selection)

� Image acquisition (standard, flash, 
shutter) 

� Object point search, pattern search, 
blob analysis

� Learn character set, read character 
� Link, display, transmit result
� Program and I/O control
� Grey value test
� Stopwatch, wait function

Scope of Supply

� Smart camera with pre-installed 
VCReader functions

� PC software for parameterisation
� Serial cable, preassembled at both 

ends, 5 m
� SVGA cable, preassembled at both 

ends, 5m
� PLC cable, preassembled at both 

ends, 5m
� Optionally: Power cable with plug in 

power pack, preassembled at one 
end or with integrated power pack, 
preassembled at one end

� VCN 1.4/16 entocentric objective
� Manual

Smart Camera Sensors

VCReader® • The Vision 
Control Plain Text Reader

The VCReader

With the VCReader ® from Vision Con-
trol, you can read any characters as in-
dividual characters in fixed sizes and in 
scalable character sets. Various logos 
can also be recognized and evaluated.
.

The User Interface

The tried and tested user-friendly Vi-
sion Control operating concept with an 
easily comprehensible operating inter-
face in the VCWin look and feel makes 
setting up on the PC an easy task. The 
VCReader reads stand-alone during 
processing. The straightforward config-
urability of the command sequence en-
ables the VCReader to be flexibly inte-
grated into the processing environment. 
The command set is rounded off by ad-
ditional image processing functions for 
object recognition and position com-
pensation.
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Technical Data VCReader

image sensor 1/3" progressive-scan sensor with 640 × 480 pixels

teachable elements fixed-size individual characters and scalable character sets

reading speed depends on the font size: ca. 80 characters/second

strings 20 strings, each up to 80 characters, can be processed

PLC interfaces 4 digital inputs, 12-24 V, opto-isolated
4 digital outputs, 150 mA each, opto-isolated

other interfaces 1 × serial interface (RS-232), conversion to Profibus, CAN 
and Ethernet possible

power supply 12 V ± 20%, unregulated

operating temperature 0 °C to 45 °C

humidity max. 80%

dimensions 110 × 50 × 45 mm

weight ca. 200 g

lens thread C-mount

Ordering Order Number

VCReader 3-10-920
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