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Uses

The robust and high resolution objec-
tives of the VCG series are available in 
focal lengths of 25, 50 and 75 mm.
Its large image-side imaging surface 
makes it suitable for image recorders 
up to a size of 1".

Characteristics

� fast lenses
� robust construction
� manual aperture settings
� can be locked in place 
� C-mount connection

Technical Data

Type VCG1.4/25 VCG1.8/50 VCG1.8/75

focal length 25 50 75 mm

relative aperture 1.4… C 1.8…C 1.8…C

length from bearing surface 37.0 42.5 42.5mm

max. diameter of objective 36.5 46.0 48.0mm

filter thread connection M34 × 0.5 M40.5 × 0.5 M46 × 0.75

minimum working distance 0.5 0.7 0.8m 

object angle for 1" sensor (hor. ×vert.) 28.7 × 21.7 14.5 × 10.9 9.7 × 7.3 °

object angle for 2/3" sensor (hor. ×vert.) 20 × 15 10 × 7.5 6.7 × 5.0 ° 

object angle for 1/2" sensor (hor. ×vert.) 15 × 11 7.5 × 5.6 5.0 × 3.7 ° 

object angle for 1/3" sensor (hor. ×vert.) 11 × 8.2 5.6 × 4.2 3.7 × 2.8 ° 

weight 90 150 250g

Order Number 2-10-240 2-10-241 2-10-242
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VCG1.4/25 VCG1.8/50 VCG1.8/75

Entocentric Objectives up to 
1" Field of View • VCG Series

 10.211

2.10.211

TXST Optics_VCG

High quality objectives for large, high resolution image recorders (1" and smaller)


